
TD @ 8385' KB 

VUKIN UNIT A 1-19 
sw SW SE Sec 19 717N RBW 

OSCEOLA COUNTY, MI 

CURRENT WELLBORE DIAGRAM 

UPDATED APRIL 2014 BY JLT 
API No. 21-133-38463-0000 

GL @ 1104.4' 
KB @ 1120.4' 

WELL COMPLETION DATE: 2/1185 
PLUGGING COMPLETION DATE: 4129/85 

20" CONDUCTOR DRIVEN TO 81' 
4-aw Hole 

k 
SURFACE CASING/  

845' 11-314"; 42#/ft / 11 34  

SET @845 KB 
CMT wl 575 SX TO SURFACE —.41, if- \k/ , "' 1'  4sO 

10-5/8" Hole 

INTERMEDIATE CASING  
8 5/8"; 32#/ft )./. 
SET @5550' KB 
CMT w/660 SX +825 SX \, DV 3620' ‘,/// 
TOC @ 65 V 

PROD. CASING 7 
5-1/2"; 15.5#/ft V 

111,5550' SET @ 8389' KB \/y" 
:7-7/8' Hole CMT w/525 SX v  

TOC @6670' v""'-- Vi / 134 r . 
t, 

• V.,.  
40 SX BELOW AND 10 SX ON TOP OF CMT RETAINER @ 8100' slog BURNT BLUFF PERFS 

8163'-8186' -88 HOLES (4/10/85) 
8215-8221' - 24 HOLES (4/8/85) 1Z 

MANITOULIN PERFS  
8322'-8333' - 44 HOLES (3/5/85) 

PLUGGING  
TIH X TBG X CMT RETAINER TO 8100 FT. MIX 50 SX CMT X SQUEEZE PERFS. 
PUMP 40 SX BELOW RET X LEAVE 10 SX ON TOP 
R FREEPOINT X CUT 5-1/2" CSG AT 6650'. TON X LD 83 JTS OF 5-1/2" CSG 
R TBG TO TOP OF CMT AT 8000'. SPOT 45 SX HOWCO,E 
PU TO 7300' SPOT 45 SX. PU TO 6600' SPOT 254 SX 
PU TO 6100' SPOT 254 SX. PU 10 5600' SPOT 100 SX CLASS A \.."- 
PU TO 5250' SPOT 112 SX HOWCO LITE. PU 10 4606' SPOT 112 SX 
PU TO 3960' SPOT 112 SX. PU TO 3350' SPOT 112 SX 
PU TO 2700' SPOT 112 SX. PU TO 2060' SPOT 112 SX HOWCO LITE N.r.'  

PU TO 1450' SPOT 112 SX. PU TO 810' SPOT 105 SX 
PU TO 160' SPOT 50 SX CLASS A 
CUT OFF WELLHEAD. WELD CAP ON 8-5/8" X 11-3/4" 
RECOVERED 6650' OF 5-1/2" CSG 
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